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FEDERAKTIVIERTE DICHTRINGE / SPRING ENERGIZED SEALS 

EIGENSCHAFTEN für extreme Bedingungen

 federaktivierte Polymer-Dichtung

 sichere Abdichtung bei tiefen Temperaturen

 für Rotations-/ Hubbewegungen bis ca. 5 m/s

 für dynamischen und statischen Einsatz

 chemisch beständig gegen nahezu alle Medien

 geringe Gasdurchlässigkeit

 sterilisierbar

 geeignet für Lebensmittel und pharmazeutische Produkte

DRUCKBEREICH bis   550 bar (dynamischer Einsatz)

 bis 3500 bar (statischer Einsatz)

SONDERQUALITÄTEN PTFE mit Grafi t verstärkt

 PTFE-GF MoS
2
 verstärkt

 PEEK, PCTFE, Tetzel, FEP, Celazole, PTFE+Carbonfi ber

FEATURES for extreme operating conditions

 spring-energized polymer-seal

 save sealing at low temperatures

 for rotation and reciprocating movement up to 5 m/s

 for dynamic and static applications

 universal chemical resistant

 low gas leakage

 sterilisable

 for food and pharmaceutical products

PRESSURE bis   550 bar (dynamic applications)

 bis 3500 bar (static spplications)

SPECIAL MATERIALS PTFE fi lled with graphit

 PTFE-GF fi lled with glass fi ber and MoS
2

 PEEK, PCTFE, Tetzel, FEP, Celazole, PTFE+Carbonfi ber

b

d1

(h8)

d2

(H8)

b

Kolbendichtung / piston seal Stangendichtung / rod seal

d1

(h8)

d2

(H8)

Temperatur / temperature -250/+215 °C -155/+315 °C -240/+104 °C

Farbe / color weiß / white weiß / white weiß / white

Verschleißfestigkeit / wear resistance - sehr gut / very good sehr gut / very good

einsetzbar / application abrassive Medien

Material / material
PTFE modifi ziert

PTFE modifi ed
PTFE mit Kunststofffüllung

PTFE with special fi ller
UHMW-PE modifi ziert

UHMW-PE modifi ed 

Art.-Nr. d1/d2/b Art.-Nr. d1/d2/b Art.-Nr. d1/d2/b

Kolbendichtung / piston seal 390-1912.
Kundenwunsch

custom-made

390-1922.
Kundenwunsch

custom-made

390-1252.
Kundenwunsch

custom-made
Stangendichtung / rod seal 390-1913. 390-1923. 390-1253.

Sonderbauform / special execution 390-1919. 390-1929. 390-1259.


