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STOPFBUCHS-PACKUNGEN / PACKINGS 1711, 1777 

EIGENSCHAFTEN 1711: sehr geschmeidig
 wellenschonend
 fäulnisbeständig
 für sandige und feststoffi ge Medien
 Kunstfaser mit PTFE-Dispersion
 1777: niedriger Reibungskoeffi zient
 für hohe chemische und thermische Anforderungen
 geschmeidige Oberfl äche
 hohe Volumenbeständigkeit
 ausgezeichnete Wärmeleitfähigkeit
 kein Aushärten
 abriebfest
     
MEDIENBESTÄNDIGKEIT 1711: Kalt-, Warm-, See-, Schmutzwasser, Öle, Fette,
 feststoffhaltige wässrige Lösungen
 1777: alle Medien außer bei oxidierenden Säuren höherer 

Konzentrationen oder oxidierenden Salzschmelzen sowie 
elementaren Alkalimetallen

ZULASSUNGEN FMPA-LMBG §§ 30 + 31

WERKZEUGE fl exible Packungszieher, -messer, schneider

FEATURES 1711: very smooth
 safes shaft life
 rot proof
 for dirty liquids
 syntetic fi bre with PTFE-dispersion
 1777: low frictional coeffi cient
 for high chemical and thermal requirements
 very smooth
 excellent thermical conductivity
 no curing, abrasion-resistant

CHEMICAL RESISTANCE 1711: cold- and warmwater, seawater, dirty water, oil, grea-
se, sediment loaded aqueons solutions

 1777: all fl uids but not oxidising acids in a high concentration 
or oxidising molten salts as well as elemental alkaline metals

APPROVALS FMPA-LMBG §§ 30 + 31 

PACKING TOOLS fl exible packing extractors, -knife, -cutter

Typ / type 1711 Typ / type 1777

Temperatur / temperature -10/+130  °C -200/+280 °C

Farbe / color weiß / white schwarz / black

pH-Wert / pH-value 5-11 0-14

Dichte / density ~1,5 g/cm3 ~1,6 g/cm3

Druck / pressure < 20 bar < 20 bar < 30 bar < 35 bar < 100 bar < 200 bar

Gleitgeschwindigkeit / sliding speed < 10 m/s < 2 m/s < 25 m/s < 4 m/s -

Querschnitt / cross section 
mm

m / Spule / spool
+/- 5%

Spule / spool
kg

Art.-Nr.
m / Spule / spool

+/- 5%
Spule / spool

kg
Art.-Nr.

4 x 4 44 1 200-1711.040 35 1 200-1777.040

5 x 5 28 1 200-1711.050 25 1 200-1777.050

6 x 6 32 2 200-1711.060 34 2 200-1777.060

8 x 8 22 2 200-1711.080 20 2 200-1777.080

10 x 10 14 2 200-1711.100 13 2 200-1777.100

12 x 12 13 3 200-1711.120 13 3 200-1777.120

14 x 14 11 3 200-1711.140 10 3 200-1777.140

16 x 16 14 5 200-1711.160 12 5 200-1777.160

18 x 18 12 5 200-1711.180 10 5 200-1777.180

20 x 20 9 5 200-1711.200 8 5 200-1777.200

22 x 22 7 5 200-1711.220 6 5 200-1777.220

25 x 25 6 5 200-1711.250 5 5 200-1777.250

weitere Abmessungen auf Anfrage / other sizes on request

Druckbereich in Relation zur Temperatur und Gleitgeschwindigkeit / range in relation temperature and sliding speed

Stopfbuchs-Packung 1711
Packing 1711

Stopfbuchs-Packung 1777
Packing 1777



DT  5-59DT  DICHTUNGS-TECHNIK GMBH  -  TEL +49 (0)421 696 443.10 - FAX +49 (0)421 696 443.19 - eMail info@dt-bremen.de - www.dt-bremen.de 

Stopfbuchs-Packung 1722
Packing 1722

STOPFBUCHS-PACKUNGEN / PACKINGS 1722, 1788

EIGENSCHAFTEN 1722: 100% PTFE-Seide mit reiner PTFE-Dispersion 
 1788: 100% PTFE-Seide 
 schrumpfarm
 hohe Extrusionssicherheit
 hohe Querschnittsdichte
 silikonfrei

MEDIENBESTÄNDIGKEIT Wasser, Dampf, starke Säuren und Laugen, Fette, 
 Lösungsmittel und aggressive Gase

ZULASSUNGEN FDA 21CFR 177.1550, 177.2600

WERKZEUGE fl exible Packungszieher, -messer, schneider

     

FEATURES 1722: 100% PTFE-silk with vergin PTFE-dispersion 
 1788: 100% PTFE-silk 
 low shrinkage 
 high safety against extrusion
                       high density
 without silicone

CHEMICAL RESISTANCE water, steam, strong acids and bases, grease, solvents and 
aggressive gas

APPROVALS FDA 21CFR 177.1550, 177.2600

PACKING TOOLS fl exible packing extractors, -knife, -cutter

Typ / type 1722 Typ / type 1788

Temperatur / temperature -10/+130 °C -200/+280 °C

Farbe / color weiß / white weiß / white

pH-Wert / pH-value 0-14 0-14

Dichte / density ~1,8 g/cm3 ~1,7 g/cm3

Druck / pressure < 20 bar < 30 bar - < 15 bar < 150 bar < 250 bar

Gleitgeschwindigkeit / sliding speed < 12 m/s < 1 m/s - < 5 m/s < 1 m/s -

Querschnitt / cross section 
mm

m / Spule / spool
+/- 5%

Spule / spool
kg

Art.-Nr.
m / Spule / spool

+/- 5%

Spule / spool
kg

Art.-Nr.

4 x 4 38 1 200-1722.040 39 1 200-1788.040

5 x 5 24 1 200-1722.050 25 1 200-1788.050

6 x 6 33 2 200-1722.060 34 2 200-1788.060

8 x 8 16 2 200-1722.080 20 2 200-1788.080

10 x 10 12 2 200-1722.100 13 2 200-1788.100

12 x 12 11 3 200-1722.120 12 3 200-1788.120

14 x 14 10 3 200-1722.140 11 3 200-1788.140

16 x 16 9 5 200-1722.160 10 5 200-1788.160

18 x 18 8 5 200-1722.180 9 5 200-1788.180

20 x 20 7 5 200-1722.200 8 5 200-1788.200

22 x 22 6 5 200-1722.220 7 5 200-1788.220

25 x 25 4 5 200-1722.250 5 5 200-1788.250

weitere Abmessungen auf Anfrage / other sizes on request

Druckbereich in Relation zur Temperatur und Gleitgeschwindigkeit / range in relation temperature and sliding speed

Stopfbuchs-Packung 1788

Packing 1788


